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575 GAL PROCHEM® TANK, Ø64" 
x 50"

PART NUMBER
PROCESS CHEMICAL 

(NATURAL)
LPE (1.5)  01-35497

LPE (1.9) 01-35498

XLPE (1.9) 01-35499
ALTERNATIVE MATERIALS, COLOR, AND ACCESSORIES ARE AVAILABLE.  

CALL FOR ADDITIONAL INFO
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PROPRIETARY AND CONFIDENTIAL

DIMENSIONS ARE IN INCHES
TOLERANCES: ±1/4"
ANGULAR: ± .5°
ONE PLACE DECIMAL: ± .25
TWO PLACE DECIMAL: ± .125
THREE PLACE DECIMAL: ± .063
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PROCHEM® TANKS

PEABODY STANDARD
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575 GAL PROCHEM® TANK, 
Ø64" x 50"

SHEET OF1 1

INNER TANK S/N:

OUTER TANK S/N:

SALES ORDER: SEE TABLE

NOTES:
CAPACITY:  SIDEWALL 500 GAL. NOMINAL1.

                             UP TO LID 575 GAL. NOMINAL  
TANK MATERIAL OPTIONS:2.
LPE 1.5, LPE 1.9, XLPE, FDA WATER, PPL, PVDF
SERVICE PRESSURE: ATMOSPHERIC3.
NSF/ANSI STANDARD 61 CERTIFIED 4.

5.     AVAILABLE W/FRP WRAP
CONTACT CUSTOMER SERVICE FOR MORE INFO

THE FOLLOWING DRAWINGS ARE CONCEPTUAL AND INTENDED FOR CLIENT REVIEW AND APPROVAL PURPOSES ONLY. THE DRAWINGS ARE AN ESTIMATION OF DESIGN INTENT. FINAL DESIGN, SUPPORTS AND FABRICATION METHODS SHALL BE DETERMINED UPON PRODUCT PRODUCTION. FINAL PRODUCT WILL SATISFY CONCEPTUAL DESIGN INTENT AND FUNCTION ADEQUATELY AS FABRICATED.
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